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Abstract
A unique set of GaP semiconductor samples studied for over 50 years has exhibited 
significant improvement in their properties through the formation of the perfect host 
crystal lattice and the N‐impurity crystal superlattice. This chapter reviews this evolu‐
tion of properties and discusses their novel utility in advanced optoelectronic devices. 
More specifically, nitrogen‐doped gallium phosphide (GaP:N) crystals that were origi‐
nally prepared in the 1960s were theorized to form an excitonic crystal (1970s), and the 
best methods of their bulk, film, and nanoparticle crystal growth have subsequently been 
developed. The excitonic crystals yield novel and useful properties including enhanced 
stimulated emission and very bright and broadband luminescence at room temperature, 
which have been observed. These results provide a new approach to the selection and 
preparation of “perfect” materials for optoelectronics and offer a unique opportunity 
to realize a new form of solid‐state host—the excitonic crystal—as a high‐intensity light 
source with low thresholds for nonlinear optical effects.
Keywords: long‐term evolution of crystal properties, excitonic crystal, close to ideal 
crystals
1. Introduction
Described herein are studies initiated by one of the authors (SLP) in 1961. Further studies on 
the same samples were conducted in the later 1960s through 1970s, then again in the 1980s, 
1990s, and 2000s making these a very unique set of semi‐centennial observations [1–34, 40–42].
One of the most important findings of this study was the observation, first recognized in the 
1980s, of a significant improvement over time in the properties of GaP crystals under ambi‐
ent temperature and pressure. In particular, it was found that ordering of host and impurity 
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Attribution License (http://creativecommons.org/licenses/by/3.0), which permits unrestricted use,
distribution, and reproduction in any medium, provided the original work is properly cited.
atoms improved over time as did the GaP mechanical properties, luminescence with tunable 
spectral characteristics, and nonlinear optical effects, not observable in the freshly prepared 
(imperfect) crystals.
Over time, as confirmed by 50 years of experiments on the same samples, driving forces, such 
as diffusion along concentration gradients, strain relaxation associated with clustering, and 
minimization of the free energy associated with properly directed chemical bonds between 
host atoms, results in an ordered redistribution of impurities and host atoms in the crystal. In 
the particular case of GaP, as well as other compounds possessing highly volatile components, 
attempt to accelerate these processes through annealing at increased temperatures cannot 
be successful due to the potential for thermal decomposition (in GaP—due to P desorption). 
Accordingly, successful thermal processing of these compounds can only take place at tem‐
peratures below the sublimation temperatures of their volatile constituents, requiring a longer 
annealing time. For instance, as evaluated in the framework of the Ising model, the characteris‐
tic time of the substitution reaction during N diffusion along P sites in GaP:N crystals at room 
temperature constitutes 15–20 years [2]. Hence, the observations of highly excited luminescence 
and some other phenomena in the crystals made in the 1960–1970s and in the 1980–1990s were 
then compared with the results obtained in 2005–2014 under similar experimental conditions.
The long‐term ordering of doped GaP and other semiconductors has been observed as an impor‐
tant accompanying process, which only can be studied using the same unique set of samples and 
decade time scales. More specifically, the optical and mechanical properties of single crystalline 
GaP and some other semiconductors, also grown in the 1960s, have been analyzed. Comparison 
of the properties of the same crystals was performed in the 1960s, 1970s, 1980s, and 1990s [1, 3–17] 
along with those of newly made GaP nanocrystals [18–20] and freshly prepared bulk single 
crystals [21–24]. Jointly with Refs. [25, 26, 31–34], this review provides a generalization of the 
results on these long‐term observations of luminescence, absorption, Raman light scattering, and 
microhardness of the bulk single crystals in comparison with the same properties of the high‐
quality GaP nanocrystals. It is shown that the combination of these characterization techniques 
elucidates the evolution of these crystals over the course of many decades. It also clarifies the 
ordered state brought about by prolonged room‐temperature thermal annealing, and the use‐
ful optical properties that accompany such ordering. It is demonstrated that long‐term natural 
stimuli that improve the perfection of crystals prevail over other processes and can lead to novel 
heterogeneous device systems and new semiconductor devices with high temporal stability.
In this chapter, we summarize more than 50 years of results of the study of evolution of the 
properties of the GaP crystals stored under normal conditions and, on this basis, we propose a 
new approach to resource‐saving production of optoelectronic materials and unique devices 
based on them.
2. Bulk perfect crystals
The method to grow gallium phosphide crystals from GaP solution melt was chosen due to 
the significant temperature reduction of the process and the presence of large amounts of 
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solvent which dramatically reduce impurities from the container. Note that lamellar crystals 
grown from this solution melt are the most convenient and economical material in the manu‐
facture of many semiconductor devices.
The influence of the following factors on the quality of the grown single crystals has been 
investigated: (1) quantity and chemical nature of impurities; (2) geometric shape of the con‐
tainer and conditions of heat rejection; (3) accuracy of the temperature control; and (4) cooling 
rate and the law of heat‐sink cooling.
The solution‐melt method of GaP growth is described in detail in Refs. [1, 3, 7]. The focus here 
is only on the most essential details of the crystal growth.
Synthesis, alloying, and crystallization of Ga‐P mixture were combined in a single cycle. 
Influence of impurities on the growth of GaP crystals was investigated using the highest‐
purity industrially produced materials at that time (1960) in the former USSR. The growth 
of the crystals was conducted in a sealed quartz container that was introduced into the pro‐
grammable furnace with a vibrating mount to agitate the mixture of Ga, P, and any chosen 
dopant. This agitation was performed to facilitate chemical reaction between components and 
to avoid a possible explosion of the container in dangerous temperature points of the process 
of mass crystallization.
In order to study the form and quality of growing crystals, the crystallization process could 
be interrupted at any temperature below the point of liquidus. This interruption was achieved 
with the help of a specially designed growth container and its programmable heating furnace, 
which allow to stop the change of temperature of the solution melt, to identify and examine 
grown to this time crystals (see details in Refs. [1, 3]).
The solution, carefully heated to slightly over 400°C, was held at this temperature for about 2 h 
to transform the red phosphorus precursor into its white form. Then, the heating process may 
be smoothly prolonged until a temperature of about 1200°C is reached, which exceeds the 
liquidus point for 5% P solution in Ga (1123°C) and creates appropriate conditions for Ga‐P 
reactions. After about 1–3 h, the samples are gradually cooled at a rate of 30°C/h to 600–700°C 
and then the furnace is turned off and naturally cooled to room temperature.
The following impurities were doped into the GaP individually: Cu, Zn, Cd, In, Si, Ge, Sn, 
S, Se, Te, Ni, Cr, Fe, Co, Sm, La, Gd, and Sm2O3. Typical features of the doped GaP crystals (size, color, polarity, lamellar structure, twinning, the dislocation structure, and others) were 
compared with similarly grown but undoped crystals.
It was found [1, 3] that the properties of the crystals depend on the chemical nature as well as 
on the quantity of the selected impurities. Their small admixtures did not significantly change 
the form of the crystals, while significant change of the crystallization environment composi‐
tion created changes in forms of growth. It was also found that the following factors most 
significantly influenced the morphology of GaP crystals grown from the Ga‐P solution: (a) the 
degree of supersaturation, which depends on the temperature of the solution and (b) its first 
derivative with time; the conditions of the heat crystallization removal and the accuracy of the 
temperature control in the solution.
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Changing crystallization conditions, mainly the rate of cooling of the melt, significantly 
affects the morphology of crystals. Accordingly, the increase of the cooling rate thus reduced 
the size of the crystals, but the dislocation density was not changed and was primarily deter‐
mined by the concentration and chemical nature of the impurities. The number of crystals 
having isometric forms increased with decreasing of cooling rate resulting in the simultane‐
ous improvement of the quality of the crystal surface. Uneven removal of heat from the walls 
of the container led to the formation of up to 30‐mm crystal needles elongated in the direction 
of the heat removal.
Significant impact on the crystal quality provides more accurate temperature control. The 
crystals obtained with the accuracy of temperature control ±0.5°C had the perfect planes (111), 
low dislocation density, and dimensions that were two to three times larger than the crystals 
obtained at the same conditions, but with the accuracy of ±5°C. Crystals reached 25 mm in 
length and had the dislocation density of ∼103 cm−2, which is significantly less than that of the 
crystals obtained with low accuracy of the temperature control [1, 3].
Based on the findings of this investigation, let us now present an overview of the growth of 
lamellar GaP crystals. The first crystals, having the form of dendritic needles with the length 
of the order of 5 mm and thickness of 0.15 mm, were grown at the temperature of 1107°C, 
which is approximately 16°C of undercooling. The crystals represent thin plates in the form 
of rhombs, triangles, or hexagons. The twinning on the transverse cross sections was observed 
at the study of microsections and cleaved facets. It turned out that the lamellar GaP crystals 
contain the plane of twinning, parallel to the planes (111) [1, 22].
The growth process of lamellar crystals can be formally divided into two components: the 
tangential growth in the plane (111) and layer‐by‐layer growth in the direction normal to the 
plane (111). Because the ratio of Ga and P atoms differed significantly from the stoichiometry, 
it is assumed that diffusion is the process that determines the rate of growth. Accepting the 
two‐stage model of lamellar crystal growth, let us consider the ratio of the contributions of 
the tangential growth in the plane (111) and layer‐by‐layer growth in the direction normal to 
the plane (111). The growth in the tangential direction is limited by diffusion and by the size 
of the previous layer, that is, is determined by the initial conditions and the shape and size of 
the plates, formed during the cooling of the solution melt 10–20° below the point of liquidus. 
Since the formation of the initial crystals occurs in a very short time, the growth in the tan‐
gential direction is difficult to control, as it is in the case of the dendritic crystal growth. The 
growth in the direction normal to the plane (111) is sensitive to the fluctuations of the degree 
of supersaturation, resulting from the thermal motion of atoms and temperature fluctuations. 
In general, the better the homogeneity and perfection of the surface of the lamellar GaP crys‐
tals, the lesser the ratio of the time necessary for the formation of flat embryos on it, to the time 
for which the embryo is created on the next plane. The latter, obviously, in an extreme extent 
depends on fluctuations of the degree of supersaturation in different points of the growing 
plane and at different points in time. With the deterioration of precision temperature con‐
trol, the number of fluctuations increases and low‐quality crystals grow in the conditions of 
“entanglement” of the above‐noted characteristic times. Small fluctuations of supersatura‐
tion also are probably the cause of twinning planes. Increase of the accuracy of temperature 
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 regulation promotes some reduction in the number of twins, and this fact also confirms the 
notable influence of fluctuations on the twinning [1, 3, 34].
Thus, deteriorations of quality or shape of defects of GaP plates during their growth from 
Ga‐P melt solution were observed in the following cases: (1) at a considerable increase of 
concentration of impurities in the GaP solution and dependently on the chemical nature of 
the chosen impurity and (2) at the change of the crystallization conditions, namely, at the suf‐
ficient deterioration of the cooling velocity control or in the case of nonuniform heat removal 
from the container for the crystal growth.
Processes for the formation of dendritic needles and their transformation to platelet crystals 
take place over a small temperature and time interval. As a result, they are hard to control, while 
crystal growth is easily controlled in the direction normal to the plate (111), due to the sensitive 
nature of velocity of the solution cooling and accuracy of the temperature control [1, 3].
The above‐stated results imply that only high‐quality and carefully controlled growth equipment 
will yield the highest‐quality GaP crystals. However, despite these precautions, the subsequent 
text shows how to considerably increase the quality and utility of freshly prepared GaP crystals.
3. Elaboration of technologies for fabrication of GaP nanoparticles
GaP nanoparticles have been prepared using white P under mild aqueous low‐temperature 
synthesis conditions using two colloidal methods from mixtures of GaCl
3
•nH2O and dry NaBH
4
 or Na
3
P and GaCl
3
 diluted in toluene. Details are provided in Refs. [17–20].
Uniform GaP nanoparticles formed following ultrasonic and other treatments were found to 
exhibit improved quality in their colloidal stability and brightness of luminescence at room 
temperature, which is found to be broadband with a maximum at 3 eV. Also discussed is their 
use in GaP/polymers nanocomposites for light‐emissive device structures [28, 30, 31].
Photoluminescence, spontaneous Raman scattering, and X‐ray diffraction, together with 
high‐resolution electron microscopy of the nanoparticles prepared under different condi‐
tions, were compared with those from bulk single crystals.
For the first time to the best of our knowledge, it is shown that well‐aged GaP bulk crystals 
as well as high‐quality GaP nanoparticles have no essential difference in their luminescence 
behavior, brightness, or spectral position of emitted light.
While bulk and thin‐film GaP has been successfully commercialized for many years, their appli‐
cation in nanocomposites as a new optical medium has only recently received attention. This 
section reviews recent efforts to advance the quality of GaP nanoparticles for light‐ emissive 
devices based on polymer/GaP nanocomposites.
This activity is the important milestone in the creation of the nanocomposites for advanced 
light‐emissive device structures because GaP nanoparticles exhibit important luminescent 
and electroluminescent properties and are compatible with selected polymer matrices.
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The quality of GaP nanoparticles was improved using mild aqueous synthesis and different 
colloidal reactions of Ga and P sources in toluene [26–37]. Ultrasonication and ultracentri‐
fugation were applied during the synthesis and selection of nanoparticles to increase their 
quality and to control the size of the nanoparticles.
In 2005, the authors developed methods to fabricate GaP nanoparticles [18]. So, the technol‐
ogy and properties of the nanoparticles obtained in 2005–2006 and later [27–30] are a good 
reference point for comparison of the new data provided herein [31].
The first samples of GaP nanoparticles having a distinct luminescence at room temperature 
were obtained by hydrothermal method from aqueous solutions at a relatively low tempera‐
ture (120–200°C). It was found that the composition of the nanoparticles corresponds to stoi‐
chiometric GaP. The colloidal method provides a good opportunity to control the conditions 
of the synthesis, to decrease power inputs, and to increase the quality of nanoparticles con‐
cerning their purity and uniformity of their dimensions. In actuality, the single parameter, 
which may be controlled in the other methods, is temperature, while using colloidal methods 
one can control nucleation of nanoparticles as well as velocity of their growth. The other 
important advantage of the colloidal method is the ability of the so‐called “capping,” that 
is, to isolate nanoparticles from each other, to prevent their agglomeration during storage, 
simultaneously inhibiting their further growth. Therefore, we have elaborated the methods of 
GaP nanocrystals colloidal synthesis using NaBH
4
 and Na
3
P compounds.
4. Development of methods of incorporation of the GaP nanoparticles 
into polymers
Polyglycidyl methacrylate (PGMA), polyglycidyl methacrylate‐co‐polyoligoethyleneglycol 
methacrylate (PGMA‐co‐POEGMA), and biphenyl vinyl ether (BPVE) polymers were used 
to synthesize GaP nanocomposites suitable for light‐emissive luminescent device structures. 
Film nanocomposites of good quality with high brightness and broadband luminescence 
were realized. The thickness of the polymer composite film was within 250–300 nm defined 
from atomic force microscope (AFM) experiment. The following procedures have been used 
in the fabrication of the nanocomposites:
1. GaP powder was ultrasonicated in methylethylketone (MEK) using Branson 5210 ultrasonic 
bath. Then, PGMA was added to the MEK solution. GaP to polymer ratio was less than 1:10.
2. GaP powder was dispersed in water‐ethanol mixture (1:1 volume ratio) and ultrasonicated 
using Branson 5210 bath for 120 min. Then, PGMA‐co‐POEGMA was added in the form of 
water‐ethanol mixture (1:1 volume ratio) solution. GaP to polymer ratio was less than 1:3. 
Nanocomposite films were deposited on quartz slides via dip coating.
3. GaP powder was dispersed in the biphenyl vinyl ether/dichloromethane (BPVE/DCM) so‐
lution; the solution was stirred and filtered from the excess of the powder. A few milliliter 
drops of the settled solution were casted onto silicon wafer.
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More details on the preparation and characterization of our GaP/polymers nanocomposites 
can be found in Refs. [31, 33–36].
Figure 1a shows transmission electron microscope (TEM) images of GaP nanoparticles 
obtained from aqueous synthesis. One can see GaP nanoparticles, having characteristic 
dimensions less than 10 nm. The washed, thoroughly ultrasonicated, and dried nanopowder 
contains mainly single nanoparticles, while the same powder obtained without ultrasonic 
treatment consists of the clusters with the dimensions of the order of 100 nm.
Figure 1b shows atomic force microscope (AFM) topographic images of the GaP/PGMA film 
nanocomposite deposited by dip coating from a suspension in water‐ethanol mixture solution 
on the surface of a silica substrate. The AFM images demonstrated that no significant aggre‐
gation was caused by the polymerization. In general, individual particles were observed. The 
relevant luminescence spectra are presented in Figures 2 and 3.
Figure 2 shows the spectra for GaP/PGMA‐co‐POEGMA nanocomposites. Comparing the 
results for the nanocomposites prepared from GaP powder or suspension (Figure 2, spectra 1 
and 2, respectively), it was established that the best quality has the nanocomposites obtained 
from the nanoparticles stored as a suspension in a suitable liquid (see spectrum 2).
According to our measurements, the matrix polymers PGMA‐co‐POEGMA or BPVE used in 
this work provide no contribution to the luminescence spectra of luminescence based on these 
matrixes GaP nanocomposites presented in Figures 2 and 3, so, the nanocomposite spectra 
coincide with those obtained from the relevant GaP powders or suspensions. It is noted that 
in the GaP/BPVE nanocomposite, the position of the luminescent maximum can be changed 
between 2.5 and 3.2 eV and the brightness is 20–30 more than in the PGMA and PGMA‐co‐
POEGMA matrixes. We explain the broadening of the luminescence band and the shift of its 
maximum to low‐photon energies in luminescence of the nanocomposite based on the GaP 
powder in Figure 2, spectrum 1, by the presence of the nanoparticles with the dimensions of 
10–100 nm in the powder.
Figure 1. TEM image of GaP thoroughly ultrasonicated and dried nanoparticles obtained by mild aqueous synthesis (a) 
and AFM topography image of the GaP/PGMA nanocomposite (b) [17].
Properties of GaP Studied over 50 Years
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Figure 3. Luminescence spectra of 2 GaP/BPVE nanocomposites produced on the base of two parties of GaP nanoparticles 
prepared using different conditions [17].
Figure 2. Spectra of luminescence from GaP/PGMA‐co‐POEGMA nanocomposites. Nanoparticles have been prepared 
using white P by mild aqueous synthesis and stored as the dry powder (spectrum 1) or suspension in a liquid (spectrum 2) 
[17].
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Figures 2 and 3 present a clear image of the quantum confinement effect in the GaP nanopar‐
ticles. In accord with our data, the shift is about a few tenths of eV and, obviously, it is impos‐
sible to explain only through this effect the dramatic 1 eV enhancement to the region of 
luminescence at 300°K on the high‐energy side of the spectrum.
In order to explain this interesting phenomenon, we postulate that the nanocrystals, much like 
the ideal long‐term‐ordered bulk GaP single crystals, exhibit this increase in blue‐shifted lumi‐
nescence due to (a) negligibly small influence of defects and non‐radiative recombination of 
electron‐hole pairs and very high efficiency of their radiative annihilation, (b) high perfection 
of nanocrystal lattice, and (c) high transparency of nanocrystals due to their small dimensions 
for the light emitted from high points of the GaP Brillouin zones, for instance, in the direct 
transitions Γ1c–Γ15v between the conductive and valence bands with the photon energy at 300°K 
equal to 2.8 eV [39] and (d) high efficiency of this so‐called “hot” luminescence. On the basis 
of these improved technologies for the preparation of GaP nanoparticles and GaP/polymer 
nanocomposites, we can control within broad limits the main parameters of luminescence and 
expect therefrom to create a framework for novel light‐emissive device structures using this 
dramatic 1‐eV expansion of GaP luminescence to the UV region.
Thus, the film device structures, elaborated by us, demonstrate broadband luminescence in 
the region from UV until yellow‐red with controlled width and position of maximum with the 
luminous intensity up to 1 cd compared with industrial light‐emitting diodes.
5. Optical properties of perfect, long‐term‐ordered GaP:N in comparison 
with freshly prepared crystals
Investigating gallium phosphide (GaP) crystals grown by the author in the 1960s, clear improve‐
ment of their optical and mechanical properties was noted for the first time only after 10–12 
years. It was unusual and interesting in the situation when all inorganic nature around us usually 
deteriorates in time. Therefore, the decision was taken to investigate, to understand, and to use 
this phenomenon in the future. In short, the investigation process can be described as follows.
Figure 4 provides a comparison of the evolution in luminescence spectra at low temperatures 
(80 K and below) from GaP:N over a period of 25 years. It is seen over this period  zero‐ phonon 
line A of single N‐impurity‐bound excitons and their phonon replica are narrower in their line 
widths when compared to the freshly prepared single crystals. Further, as expected, zero‐
phonon line and replica in samples aged at room temperature for 25 years shift spectral posi‐
tion depending upon the concentration of N impurities (Figure 4b, spectra 1–3) according to 
Refs. [38, 39], while the same freshly prepared crystals exhibited broader luminescence line 
widths with increasing nitrogen content (Figure 4b, spectrum 4). These, along with other half‐
centennial findings, including modifications in luminescence kinetics, spontaneous Raman 
scattering, X‐ray diffraction, absorption spectra, micro‐hardness, and density of dislocations, 
that are reported elsewhere [1, 3–24], strongly suggest that close‐to‐ideal GaP:N crystals form 
over time due to the equally spaced disposition of N impurities instead of their chaotic distri‐
bution in the same freshly prepared crystals.
Properties of GaP Studied over 50 Years
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As first noted in Ref. [23], these results suggest a new type of crystal lattice in which the host 
atoms occupy their proper (equilibrium) positions in the crystal, while the N impurities are 
periodically substituted into the lattice portion into short chains of equal length. According to 
the data obtained from Raman light scattering [10, 14], host atoms of this new lattice develop 
harmonic vibrations, and high degree of lattice perfection leads to an abrupt decrease in the 
non‐radiative recombination and an increase of efficiency and spectral range of luminescence.
Stimulated emission of light in these temporally ordered crystals (Figure 5b) also is observed. 
As was shown in Ref. [23], the GaP:N crystals aged for at least 40 years possess no discrete 
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Figure 4. Evolution of the GaP:N luminescence with time and nitrogen concentration at the temperature of 15 K. (a) Zero‐
phonon line of the bound exciton A and its transversal acoustic (TA) and longitudinal optic (LO) phonon replica in as‐
prepared (4) and 25‐year long‐term‐ordered (1) crystals. (b) Zero‐phonon line A as a function of nitrogen (N) concentration. 
1–3: 25‐year‐old crystals. 4: as‐prepared. Curves 1 through 4 represent samples with nitrogen concentrations of 1017, 1018, 1019, 
and 1018 cm−3, respectively [34].
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impurity level for N‐bound excitons in the forbidden gap. They also demonstrated a uniform 
luminescence from a broad excitonic band instead of the narrow zero‐phonon line and its 
phonon replica as observed from the less‐aged, 25‐year‐old crystals.
Thus, long‐term‐ordered GaP:N crystals demonstrate uniform bright luminescence from a 
broad excitonic band instead of the narrow zero‐phonon line and its phonon replica in dis‐
ordered and partly ordered (25‐year‐old) crystals. This is due to the fact that ordered crystals 
have no discrete impurity level in the forbidden gap. To the best of our knowledge, such trans‐
formation of a discrete level within the forbidden gap into an excitonic band (Figure 5a, b) is 
observed for the first time. In this case, the impurity atoms regularly occupy the host lattice 
sites and affect the band structure of the crystals, which are now a dilute solid solution of GaP‐
GaN with regular disposition of N atoms instead of freshly prepared GaP doped by occasion‐
ally located N atoms. Note that the increase of luminescence excitation in case of partly ordered 
GaP:N (Figure 5a, dotted line) leads to a broad luminescence band as a result of bound exciton 
interaction [9], while in the case of perfectly ordered crystals (Figure 5b), one can see an abrupt 
narrowing of the luminescence band due to stimulated emission in defect‐free crystals. Earlier, 
in freshly prepared crystals, we observed a clear stimulated emission from a GaP:N resonator 
at 80 K [5], as well as the so‐called superluminescence from GaP single crystals having natural 
faceting. Presently, our ordered crystals have a bright luminescence at room temperature that 
implies their perfection and very low light losses. In our studies [14, 23], we demonstrate that 
the stimulated emission in long‐term‐ordered GaP is also developed even at room temperature 
by electron‐hole recombination of an electron at the bottom of the conduction band with a hole 
at the top of the valence band and the LO phonon absorption.
6. Comparison of optical properties of GaP:N nanocrystals and GaP 
perfect bulk single crystals
It is necessary to note that the very important for optoelectronics long‐term ordering and 
considerable improvement of the semiconductor crystal lattice and accompanying phenom‐
ena have been discovered and observed over decade time scales only due to grown in 1960th 
[1, 3, 7] unique collection of samples and control of evolution of their properties for 50years. 
And up to now, this collection of long‐term‐ordered perfect GaP single crystals gives oppor‐
tunities to find deep fundamental analogies in properties of the perfect single crystals and 
nanoparticles as well as to predict and to realize in nanoparticles and perfect bulk crystals 
new interesting properties and applications. Jointly with Refs. [3, 7, 9–17, 21–27, 31–34], this 
section is a generalization of the results on long‐term observation of luminescence, absorp‐
tion, and Raman light scattering in bulk semiconductors in comparison with some properties 
of the best to the moment GaP nanocrystals. Combination of these characterization tech‐
niques elucidates the evolution of these crystals over the course of many years, as well as 
the ordered state brought about by prolonged room‐temperature thermal annealing, and the 
interesting optical properties that accompany such ordering. We demonstrate that long‐term 
natural stimuli result in perfection of our crystals, which can lead to novel heterogeneous 
systems and new semiconductor devices with high temporal stability.
Properties of GaP Studied over 50 Years
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We further improved upon the preparation of GaP nanocrystals using the known methods of 
hydrothermal and colloidal synthesis [29–31].
The highest‐quality GaP nanoparticles have been prepared using hydrothermal or colloidal 
synthesis from white phosphorus at a decreased temperature (125°C) and intense ultrasoni‐
cation. It has been established that the maximum shift to ultraviolet and the best quality, in 
general, are from nanocomposites obtained from the nanoparticles stored as a suspension in 
a suitable liquid.
As noted earlier, different defects of high concentration in freshly prepared GaP single crystals 
completely suppress any luminescence at room temperature due to the negligible quantity of 
free path for non‐equilibrium electron‐hole pairs between the defects and their non‐radia‐
tive recombination, while the quantum theory predicts their free movement in the field of 
an ideal crystal lattice. It was also shown the long‐term‐ordered and therefore close‐to‐ideal 
crystals demonstrate bright luminescence and stimulated emission repeating behavior of the 
best nanoparticles with pronounced quantum confinement effects.
Figure 6 compares the luminescence spectra of our long‐term (up to 50 years)‐ordered GaP sin‐
gle crystals (spectrum 1) to that from high‐quality GaP nanoparticles and their GaP nanoparti‐
cles/polymers nanocomposites [15, 17]. Nanocrystals stored as dry powder demonstrate rather 
broad luminescent band with maximum at 2.8 eV (Figure 6, spectrum 2), while the nano‐
crystals of about 10‐nm sizes, thoroughly separated and distributed in a suspension, which 
prevents their coagulation, mechanical, and optical interaction, exhibit bright narrow‐band 
Figure 6. Luminescence of perfect bulk GaP single crystals (1) in comparison with the luminescence of GaP nanoparticles 
and GaP/polymers nano‐composites (2, 3). Nanoparticles were prepared from white P by mild aqueous or colloidal 
synthesis at decreased temperature, stored as dry powder (spectrum 2) or suspension in a liquid (spectrum 3). Details 
can be found in Refs. [15, 17].
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luminescence with maximum at 3.2 eV, approximately 1 eV above the position of the absorp‐
tion edge in GaP at 300°K (Figure 6, spectrum 3).
The broadening of the luminescence band and the shift of its maximum to low‐photon ener‐
gies in the nanocomposite is explained based on the different dimensions (between 10 and 
100 nm) of the GaP powder. Meanwhile, the nanocomposites on the basis of the suspensions 
containing only approximately 10‐nm nanoparticles exhibit bright luminescence with maxi‐
mum at 3.2 eV due to high transparency of 10‐nm nanoparticles for these high‐energy‐emitted 
photons and pronounced quantum confinement effect.
Our first attempts to prepare GaP nanoparticles [18, 27] yielded room‐temperature lumi‐
nescence with maximum shifted only to 2.4 eV in comparison with the achieved now new 
maximum at 3.2 eV achieved today. It confirms significant progress in the technology of GaP 
nanoparticles and GaP/polymers nanocomposites. On the basis of these improved approaches 
to prepare GaP nanoparticles and GaP/polymer nanocomposites, we can change the main 
parameters of luminescence within the broad limits, and to create a framework for novel light‐
emissive device structures using dramatic 1‐eV expansion of GaP luminescence to UV region.
7. Excitonic crystal and its importance in optoelectronics
The role and application of bound excitons in nanoscience and technology are discussed in 
this section. Bound excitons are well studied in semiconductors, especially in gallium phos‐
phide doped by nitrogen (GaP:N). Doping of GaP with N leads to isoelectronic substitution of 
the host P atoms by N in its crystal lattice and to the creation of the electron trap with a large 
capture cross section. Therefore, any non‐equilibrium electron in the vicinity of the trap will 
be captured by N atom, attracting a non‐equilibrium hole by Coulomb interaction and creat‐
ing the bound exciton—short‐lived nanoparticle with the dimension of the order of 10 nm 
(it is the Bohr diameter of bound exciton in GaP:N). Note that none of the nanotechnology 
methods are used in the creation or selection of dimensions of these nanoparticles—only 
natural forces of electron‐hole interaction and electron capture by the traps are necessary 
for the creation of these nanoparticles. As a result, we get something like neutral short‐lived 
atom analog—a particle consisting of heavy negatively charged nucleus (N atom with cap‐
tured electron) and a hole. The so‐called “zero vibrations” do not destroy possible solid phase 
of bound excitons having these heavy nuclei that give an opportunity to reach their crystal 
state—short‐lived excitonic crystal.
Taking into account the abovementioned results, a model for the crystal lattice and its behav‐
ior at a high level of optical excitation for well‐ordered N‐doped GaP (Figure 7) can be sug‐
gested. At the relevant concentrations of N, the anion sublattice can be represented as a row of 
anions where N substitutes P atoms with the period equal to the Bohr diameter of the bound 
exciton in GaP (approximately 10 nm) (Figure 7a). At some level of excitation, all the N sites 
will be filled by excitons, thereby creating an excitonic crystal (Figure 7b), which is a new 
phenomenon in solid‐state physics and a very interesting medium for application in optoelec‐
tronics and nonlinear optics [4, 15, 17, 25, 26, 32–34].
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Thus, using bound excitons as short‐lived analogs of atoms and sticking to some specific 
rules, including the necessity to build the excitonic superlattice with the identity period equal 
to the bound exciton Bohr dimension in the GaP:N single crystal, we get a unique opportu‐
nity to create a new solid‐state media—consisting of short‐lived nanoparticles excitonic crys‐
tal, obviously, with very useful and interesting properties for application in optoelectronics, 
nanoscience, and technology.
8. Current approach to selection of materials for electronics and new 
prospects
The ability of matter to emit light of definite wavelengths and intensity depends on many 
factors; among them are the details of its band structure and crystal quality. Applied to light‐
emissive materials and device structures, the quality is characterized by the concentration 
of the defects damaging light emission due to non‐radiative electron‐hole recombination on 
these defects. The ways for minimization of expected losses of the light in non‐radiative elec‐
tron‐hole recombination are (1) decrease of concentration of the defects in the material grown 
by an improved method; (2) considerable quality improvement of GaP crystal structure dis‐
covered by us during long‐term (tens of years) ordering of the host and impurity atoms, and 
(3) application of nanocrystals with the dimensions less than the free paths of electrons and 
holes in the chosen light‐emissive material.
Properties that can be used to achieve light emission at a definite spectral region include 
(1) selection of the material on the basis of its band structure peculiarities and the value of 
the forbidden gap, which as a rule sizes up the maximum value of the emitting photons; (2) 
doping of the selected material by impurities or, on the contrary, precise purification of the 
chosen material for the creation of new channels of light emission; and (3) selection of the 
temperature and/or excitation level that to change contribution of different channels into light 
emission due to their disappearance or saturation.
Figure 7. The models of the well‐ordered GaP:N [34]. (a) The new type of crystal lattice with periodic substitution of N 
atoms for the host P atoms. (b) The excitonic crystal on the basis of this lattice. The substitution period is equal to the 
Bohr diameter of exciton (~100 Å), and optical excitation is enough for complete saturation of the N sublattice with non‐
equilibrium electron‐hole pairs (please see details in Refs. [15, 17]).
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It is impossible or, at least, very difficult to realize all the above‐noted possibilities in a single 
material. Therefore, the present technologies of light‐emissive optoelectronics employ diverse 
range materials using very complicated and expensive technologies for their fabrication with 
the necessary application parameters. Down‐selecting a set of various materials applied cur‐
rently in optoelectronics at the maintenance or even improvement of their high parameters 
and quality is one of the most important goals for reduction in price and wide application in 
the practice of electronic devices. The most impressive demonstration of this approach would 
be the selection of a suitable material, the development of a peculiar technology of its prepa‐
ration, its interesting properties and prospects for application in optoelectronics instead of a 
huge number of various materials and their technologies.
Sophisticated growth technique, knowledge of crystal growth mechanisms, of different pro‐
cesses, improving or deteriorating in time the prepared crystals, and the relevant compre‐
hensive experience are necessary for the preparation of the perfect, free or almost free of 
contamination and doped GaP single crystals.
However, in the manufacture of artificial crystals, we are faced with the need to fabricate them 
for a very short time compared with the times for which naturally perfect crystals are grown. For 
example, a hundred years passes before the growing in the nature crystal acquires the dimensions 
necessary for its use as feedstock in jewelry making, while the commercial growth of moderately 
perfect semiconductors takes only a few hours. In such a short time, its own atom or dopant dif‐
fusing through the crystal usually cannot absolutely exactly occupy the places intended for them 
in ideal crystal lattice. This gives rise to lattice defects, which, in turn, hinder the achievement 
of perfect devices. Manufactured on the basis of such materials, greatly reduce their lifetime, as 
well as make it impossible manifestation of some very interesting and useful for the application 
of the effects observed in advanced materials. Significant levels of funds are spent on searching 
and implementing methods for creating materials, not existing in the nature, that can, even if in 
a narrow field of application and at short time service, replace the material with a perfect crystal 
lattice and the necessary concentration and location of dopants. Hence, there is an urgent need to 
develop methods for the creation of an ideal semiconductor material the required parameters for 
use in electronics. In this case, it will disappear or substantially decrease the need to develop a 
plurality of individual costly technology to produce a plurality of different materials with a lim‐
ited resource and service applications, and as a very important result for any country involved in 
the production and use of electronic materials—a giant savings and the possibility of redeploy‐
ment to other needs of funds spent on the production of low‐quality materials and products.
Using the long‐term‐ordered perfect GaP or similar on behavior and properties material in 
electronic industry instead of current elaboration of very expensive and labor‐consuming 
technologies for diverse materials with their limited application spectral region and other 
parameters, we get a big commercial, scientific, and technology advantage from their fabrica‐
tion and application.
We hope that the methods based on the application of this long‐term evolution of the impor‐
tant properties of our unique collection of semiconductor single crystals [31–34] as well as the 
combined methods of laser‐assisted and molecular beam epitaxies [40–42] elaborated by us 
promise a novel approach to the development of a new generation of optoelectronic devices.
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The epitaxial methods, elaborated by us [40–42], will be applied to the fabrication of device 
structures with artificial periodicity; together with classic methods of crystal growth, they can 
be employed to realize impurity ordering that would yield new types of nanostructures and 
enhanced optoelectronic device performance.
The long‐term, tens of years ordered GaP, its artificial analogs, and nanoparticles have very 
interesting and properties for different application, which give an opportunity to apply them 
in optoelectronics with high economic effect instead of a lot of different compounds currently 
used in optoelectronics.
9. Conclusions
Thus, our half‐of‐a‐century collection of results provides a new approach to the selection and 
preparation of perfect optoelectronics materials (please see references to this chapter) and a 
unique opportunity to realize a new form of solid‐state host—the excitonic crystal [32–34]. 
These results confirm expedience of the efforts directed to the formation in GaP of the N‐impu‐
rity superlattice having a lattice period equal to the bound exciton dimension. As noted in this 
chapter and the relevant references, high‐quality material for industrial electronics can be pre‐
pared by storing freshly grown crystals for years in a special storage. Only old crystals with 
the attained necessary properties will then be annually retrieved for device fabrication, while 
new portions of fresh crystals will be placed for long‐term ordering at room temperature, as 
is done with wines and fine liquors.
All of the results presented here and included in summary reviews [25, 26, 32–34] may suf‐
ficiently change the approach to the selection of materials necessary for electronics, and to 
make cheaper and simpler technology for the preparation of the selected materials and device 
structures on which they are based. This study of long‐term convergence of bulk‐ and nano‐
crystal properties [15, 17] brings a novel perspective to improving the quality of semiconduc‐
tor crystals. The author's unique collection of pure and doped crystals of semiconductors 
grown in the 1960s provides an opportunity to observe and understand the physics behind 
the long‐term evolution of properties in these key electronic materials.
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